VISO::

SYSTENMSesee

Light efficiency:

-umenlWatt Output: 2179 Im

Light quality: Peak: 7935 cd

U: 96,2

Color temperature:

A
5780 K
v

Power: 37,3W
PF: 1,0

Tracking number: {TRACK NUM}

Product name:
BB&S_CFL_5600K_MEDIUM_FLOOD

Item number:

Date and time:

10/09/2021 11.40.57

Description:
Beam angle 2 6 o
, 5

CIE 1931

x: 0,327

y: 0,336

Spectra Power

Voltage: 35,5V
Curren t: 1,05 A

Frequency: 0 Hz
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Color details
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TM-30: 92,7

97

1 96,2 (R1-R8

97

CIE 1931 ZOOM

CRI R values, only R1-R8 are used to calculate final CRI value

! JO

97

R3 R4 R5 R6 R7 R8

R9 R10 R11 R12 R13 R14 R15

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 [ R12 | R13 | R14 | R15
97,1 | 97,7 | 95,6 | 97,4 | 96,4 | 93,4 | 97,0 | 949 | 86,2 | 93,4 | 96,8 | 76,8 | 98,2 | 97,5 | 97,2
TM30 C values, 16 binned values out of total of 99 C values
Cl1 c2 C3 C4 C5 Cé c7 cs C9 (Cl0 | Cl1 | Cl12 [ C13 | C14 | C15 | C16
93,0 | 95,6 | 93,7 | 945 | 924 | 96,8 | 97,5 | 93,8 | 91,6 | 87,5 | 852 | 94,6 [ 93,9 | 94,5 | 859 | 96,6
CQS Q values
Q1 | @2 | @ | @ | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
956 ( 99,1 | 87,0 | 86,2 | 91,9 | 954 | 96,3 | 97,8 | 97,2 | 945 [ 93,4 | 93,6 | 945 | 94,5 | 95,1
Color parameters
Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color Color Color Color Color diviation
index scale cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \ Auv
5780 K 96,2 86,2 92,7 100,3 93,2 0,327 0,336 0,205 0,316 -0,0037
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SYSTENMSesee

98 Television Lighting Consistency Index.

Bluis green

Blue flower

Dark skin

Orange yellow

Yellow green

Moderate red

Purplish blue

Magenta

Black 3.13%

Neutral 3.5, 9%

Neutral 5,
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Neutral 8, 59.1%

White 90.01%
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Color Evaluation Sample
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VISO::

SYSTENMSesee

Beam details

Distance (meter) 1m 3m 5m 10 m 20m
Distance (feet) 3,3 ft 9,8 ft 16,4 32,8 ft 65,6 ft
ft
X
79
31
Lux* 873 Ix
7853 Ix
26,5°
Beam center
730 fcd
Footcandles* 81 fcd
*measured at 29 fed
center of beam 7 fcd
2 fed
Beam width (meter) 0,5m 1,4 m 2,4 m 4,7m 94m
Beam width (feet) 1,6 ft 4,6 ft 7,7 ft 15,5 ft 30,9 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3,3ft 6,6ft 9,8ft | 13,1ft | 16,4ft | 19,7ft | 23ft | 26,2ft | 29,5ft | 32,8ft | 36,1ft | 39,4ft | 42,7ft | 45,9ft | 49,2ft | 52,5ft | 55,8ft | 59,1ft | 62,3ft | 65,6ft
7853Ix | 1963Ix | 873Ix | 491Ix | 314Ix | 218Ix | 160Ix | 123Ix | 97Ix 79Ix 65Ix 55Ix 461x 40Ix 35Ix 31lx 27Ix 241x 22Ix 20Ix
729,5fc | 182,4fc | 81,1fcd |45,6fcd | 29,2fcd | 20,3fcd | 14,9fcd | 11,4fcd | 9fcd | 7,3fcd | 6fcd | 5,1fcd | 4,3fcd | 3,7fcd | 3,2fcd | 2,8fcd | 2,5fcd | 2,3fcd | 2fcd | 1,8fcd
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
7853 | 7736 | 7429 | 6921 | 6165 | 5292 | 4375 | 3572 | 2877 | 2299 | 1775 | 1338 | 977 | 686 | 478 | 320 | 232 | 182 145 | 119
100% | 99% | 95% | 88% | 79% | 67% | 56% | 45% | 37% | 29% | 23% | 17% | 12% | 9% 6% 4% 3% 2% 2% 2%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
7853 | 7754 | 7374 | 6800 | 6036 | 5217 | 4389 | 3717 | 3128 | 2628 | 2106 | 1581 | 1080 | 688 | 416 | 285 | 230 | 201 182 | 158
100% | 99% | 94% | 87% | 77% | 66% | 56% | 47% | 40% | 33% | 27% | 20% | 14% | 9% 5% 4% 3% 3% 2% 2%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
7853 | 7754 | 7458 | 6937 | 6202 | 5295 | 4399 | 3589 | 2927 | 2335 | 1803 | 1341 | 961 | 665 | 434 | 303 | 216 | 169 141 | 122
100% | 99% | 95% | 88% | 79% | 67% | 56% | 46% | 37% | 30% | 23% | 17% | 12% | 8% 6% 4% 3% 2% 2% 2%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
7853 | 7900 | 7619 | 7081 | 6283 | 5366 | 4462 | 3671 | 2976 | 2342 | 1750 | 1209 | 811 | 530 | 325 | 239 | 189 | 156 136 | 120
100% | 101% | 97% | 90% | 80% | 68% | 57% | 47% | 38% | 30% | 22% | 15% | 10% | 7% 4% 3% 2% 2% 2% 2%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
26,5° 50,1° 65,8° 97,9% 95,1%
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VISO::::

Iso Diagrams

SYSTENSesees
iso-candela diagram
90°
1 10% 785cd
75° 20% 1571 cd
— 30% 2356 cd
60°
40% 3141 cd
45° 50% 3926 cd
60% 4712 cd
o 1 70% 5497 cd
(1} C
N
Bl15° 80% 6282 cd
(o))
& | | f\ | | | 90% 7067 cd
T [0° \ | \ & J / | | |
o
@
>|-15° N—— Conditions:
1 Number of c-planes: 16
-30°
Candela at center: 7853 cd
-45°
-60° 1
-75° e
Horizontal angles
iso-lux diagram
| 3% 2,36 1x
3 10% 7,85Ix
6m /—\ 19,7f 30% 23,6 Ix
/ — 50% 39,3 Ix
/__?\
4m / | 13,1f
/J\
2m 6,6f
Om of Conditions:
Number of c-planes: 16
-2m \\j// -6,6f Lux at center: 78,5 Ix
-4m \__/ -13,1f
\i_/
-6m — 19,7
Lux distribution on a surface
-8m -26,2f when lamp is mounted at 10

meters from the surface.

Mounting height: 10 meters (33 feet)
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