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YARA
Outdoor RGBW LED Fixture
Affordable lighting essential

FACTSHEET
DMX channels  4,5,8,11, HSV or HSI
Beam angle  15º
Power supply  100 - 240 VAC
Power consumption  Max. 100 Watt
Cooling   Passive cooling
DMX connection  5p XLR in & out (3p optional)
Dimensions   259 x 178 x 291 mm (lxwxh)
Weight   5.5 Kg
Certification  CE, RoHS
Item number  156350
Included items   Power cable
IP rating   IP65
Optional accessories  Snoot, Barndoor, Flightcase
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UNIQUE BRACKET DESIGN

TOURING PROOF

SMOOTH RGBW COLOR MIXING

IP65 RATING

SILENT OPERATION

SMOOTH PROJECTION

POWERCON TRUE1 IN & OUT

RDM READY

The CLF Yara is the ideal workhorse for every purpose. The LED fixture has 
an outstanding smooth RGBW color mixing delivered by 14 high power LEDs 
with a very punchy 15° beam angle. The specially selected LEDs provide 
high output with intense colors and an exceptional white balance. IP65 rating 
makes the Yara suitable for both in- and outdoor use.

The Yara comes in a unique design featuring a single bracket with both 
standing and hanging capabilities. Besides that, the solid housing makes the 
Yara the perfect solution for heavy on-the-road use.

The fixture is equipped with an LCD screen for easy access to the on-
board settings. Silent operation is ensured because of the intelligent cooling 
system. Data and power are connected through the IP65 5-pin XLR and 
PowerCON TRUE1 connectors. Rigging is made easy by the iconic CLF quick 
lock system. The fixture is RDM ready.

1 m 2 7 . 5 7 c m1 6 9 3 5 , 2 4 9 3 4 l x

2 m 5 5 . 1 5 c m4 2 3 4 , 6 2 3 4 l x

3 m 8 2 . 7 2 c m1 8 8 2 , 2 7 7 0 l x

4 m 1 1 0 . 3 0 c m1 0 5 8 , 1 5 5 8 l x

5 m 1 3 7 . 8 7 c m6 7 7 . 4 , 9 9 7 . 4 l x

6 m 1 6 5 . 4 5 c m4 7 0 . 4 , 6 9 2 . 6 l x

7 m 1 9 3 . 0 2 c m3 4 5 . 6 , 5 0 8 . 9 l x

8 m 2 2 0 . 6 0 c m2 6 4 . 6 , 3 8 9 . 6 l x

9 m 2 4 8 . 1 7 c m2 0 9 . 1 , 3 0 7 . 8 l x

1 0 m 2 7 5 . 7 4 c m1 6 9 . 4 , 2 4 9 . 3 l x

Height E a v g , E ma x DiameterAn g l e : 1 5 . 7 0 d e g


